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Qingdao New International Automotive Spare Parts Co., Ltd. has two vertical automation molding lines & one Horizontal 

Molding Line with DISA sand treatment lines and also has four semi-automatic modeling line such as Z148E & Z148T. 

The foundry has investment casting workshop with lost wax casting, heat treatment workshop, machining workshop with 

different CNC and numerical control machine tool. The main products is ductile iron casting parts, grey iron casting 

parts, steel casting parts and investment casting parts. The fast analyzer can control the chemical contents and 

temperature, which has the advantage in the casting industry. The factory has a strong technical force, advanced 

products’ design, mature technological level and the first-rate engineering technicians and artisans with more than 30 

years of casting experience. We can provide all kinds of the casting production of structural parts from automobile 

valves, chassis to braking system. The products’ quality is steady and reliable, and they are the auxiliary products 

mainly to China heavy duty automobile special vehicles. The factory sell the ductile iron & grey iron casting parts and 

investment casting parts for railway, train, auto, truck,farm machinery and power industry, which has been won the high 

reputation. 



 

 

Our company have professional Quality Management System IATF16949:2016 and ISO 9001:2015. There is also 

applying for  ISO14001 environmental management system now. They have been passed the audit by different 

customer in different industries from the country of all the world. The quality of production management is completely 

organized according to the Quality Management System, which has obtained the trust and admire by so many 

customers. The core enterprises control the quality strictly which is equipped with complete physical & chemical 

laboratory, optical spectrum analysis and coordinate measuring machine.We have excellent research and development 

team they can accelerate the development of new products. 

 

Currently, the forging products have exported to Japan, Korea, Germany, United States and other major markets for 

automotive industry, train & railway, rigging, construction, shipbuilding, electric power, agricultural machinery and so on. 

 

Based on the enterprise conception of “Integrity and Quality” ,our company will always adhere to the enterprise culture, 

“Respect for Nature and Love for Mankind” and Dedicated to Customers Satisfaction”. We are willing to establish the 

close business relationship on the basis of win-win cooperation with our customers from all the world. 



 



 Horizontal Molding Line----SBM540  

 Molding size----510*410mm 

 The production efficiency----100 molding/hour

（The core of practical efficiency） 

 For example----flange joint, one molding is with 4 

cavities, the unit weight of casting flange joint is 

3.2kg that can finish 1400 pcs as 4480kgs per 

shift . 

 If the quantity is more 10000 pcs and the unit 

weight is more than 3kg that can use the 

horizontal molding line as the customer's request. 

 The PPM can be the best as 1000PPM without 

CPK reuqest as Horizontal Molding Line produce. 

 The PPM can be the best as 600PPM with CPK 

reuqest as Horizontal Molding Line produce. 

 The horizontal molding line is applied for 

producing the casting parts with complex core 

setting. 



 First Vertical Molding Line----XZZ416B 

 Molding size (sand box)----650*535mm 

 The production efficiency----170 molding/hour

（The practical efficiency） 

 The vertical molding line is applied for producing 

the casting parts with simple core setting. 

 

 Second Vertical Molding Line----417 

 Molding size (sand box)----750*535mm 

 The production efficiency----170 molding/hour

（The practical efficiency） 

 The vertical molding line is applied for producing 

the casting parts with simple core setting. 
























